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SECTION A -PERMIT AUTHORIZATION

Pursuant to a duly submitted application which was determined to be complete on January 30, 1998, the
Kentucky Divison for Air Qudity hereby authorizes the operation of the equipment described herein in
accordance with the terms and conditions of this permit. This draft permit has been issued under the
provisions of Kentucky Revised Statutes Chapter 224 and regul ations promulgated pursuant thereto.

The permittee shal not condruct, recongtruct, or modify any affected facilities without first having submitted
a complete goplication and recelving a permit for the planned activity from the permitting authority, except
as provided in this permit or in the Regulation 401 KAR 50:035, Permits.

Issuance of this permit does not relieve the permittee from the respongbility of obtaining any other permits,
licenses, or gpprovals required by this Cabinet or any other federd, state, or locd agency.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

01 (01) - Conveyorized degreaser

Description:

A Detrex conveyorized degreaser using trichloroethylene to clean non-ferrous fasteners and fittings in
covered and rotating baskets.

Construction commenced: April, 1981

APPLICABLE REGULATIONS:

401 KAR 59:185 - New solvent meta cleaning equipment.
40 CFR 63, Subpart T - National Emissions Standards for Halogenated Solvent Cleaning.

1.

Operating L imitations:

1. The degreaser shdl be enclosed except for work load entrances and exits. {401 KAR 59:185
6(1)(a)}

2. Rotating basket shdl be used whenever the degreaser is being used. {401 KAR 59:185 6(1)(b)}

Entrances and exits of the degreaser shdl slhouette work loads so that the average clearance
between the largest parts and the edge of the degreaser opening is elther less than four (4) inches
or less than ten (10) percent of the width of the opening. {401 KAR 59:185 6(1)(c)}

3. Thefreeboard ratio shdl be maintained such that the freeboard height is equa to or greeter than
the width of the degreaser. {40 CFR 63.463 (8)(2) and 40 CFR 63.463 (c)(2)(1)}

The device that shuts off the sump heset if the sump liquid solvent level drops to the sump heater
coils shdl be in good working order at al timesthe degreaser isin operation. {40 CFR

63.463 (a)(4)}

4. The vapor level control device that shuts off sump heet if the vapor level in the vapor cleaning
machine rises above the height of the primary condenser shdl bein good working order a dl times
the degreaser isin operation. {40 CFR 63.463 (a)(5) and 401 KAR 59:185 6(1)(f)3}

5. The primary condenser shdl be operated at al times the degreaser isin operation. At startup,
the condenser shdl be turned on before the sump heater and at shutdown, the condenser shdl be
turned off after the sump heater is turned off and the solvent layer collapses. {40 CFR 63.463
(8)(6), 40 CFR 63.463 (d)(6) and(7), and 401 KAR 59:185 6(1)(e)}

6. The condenser flow switch and thermodtat, which will shut off the sump heet if coolant is elther
not circulating or is too warm, shdl be in good working order at al times the degreaser is in
operation.. {401 KAR 59:185 6(1)(f)1}
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

7. When solvent is added or drained from the degreaser, the solvent shall be transferred using
threaded or other leskproof couplings and the end of the pipein the solvent sump shdl be located
beneath the liquid solvent surface. {40 CFR 63.463 (d)(8)}

8. The degreaser, condenser, and freeboard refrigeration device shal be maintained as
recommended by their manufacturers. {40 CFR 63.463 (d)(9)}

9. Sponges, fabric, wood, and paper products shall not be cleaned in the degreaser. {40 CFR
63.463 (d)(12)}

10. Exhaugt ventilation shal not exceed sixty-five (65) cfm per square foot of degreaser opening
unless necessary to meet OSHA requirements or control device requirements. Work place fans
shall not be used near the degreaser opening. {401 KAR 59:185 6(2)(a)}

11. Parts shal be racked so that entranment of solvent is avoided and full drainege is
accomplished. {401 KAR 59:185 6(2)(b)1 and 40 CFR 63.463 (d)(4) and (5)}

12. The automated parts handling system (conveyor) shall be operated at a peed not more than
11 feet per minute, from the initial loading of parts through remova of cleaned parts. {40 CFR
63.463 (a)(3) and 401 KAR 59:185 6(2)(b)2}

13. Waste solvent, till bottoms, and sump bottoms shdl be collected and stored in closed
containers. The closed containers may contain a device that would alow pressure rdief, but would
not alow liquid solvent to drain from the container. No more than twenty (20) percent by weight
of the waste solvent can evaporate into the atmosphere. {40 CFR 63.463 (d)(11) and 401 KAR
59:185 6(2)(c)}

14. Solvent leaks shdl be repaired immediately or the degreaser shut down. {401 KAR 59:185
6(2)(d)}

15. An idling and downtime mode cover that may be readily opened or closed, that completely
covers the cleaning machine openings when in place, and isfree of cracks, holes, and other defects,
shall be used whenever the degreaser isnot in use. The cover shal be in place during the idling
mode and during the downtime mode unless ether the solvent has been removed from the machine
or maintenance or monitoring is being performed that requires the cover(s) to not bein place. The
covers shall be placed over entrances and exits of the degreaser whenever parts are not in the
solvent cleaning machine and immediately after the conveyor and exhaust are shut down. The
covers shdl be removed just before the conveyor and exhaust are started up. {40 CFR
63.463(a)(1)(i), 40 CFR 63.463(d)(1)(i), 40 CFR 63.463(e)(2)(iv), and 401 KAR 59:185 6(1)(d)
and 6(2)(f)}

2. Emisson Limitations;
None.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

3.

Testing Requirements:

The hoigt speed of the conveyor system shall be determined, when required, by measuring the time
it takes for the hoist to travel a measured distance. The speed is equd to the distance in meters
divided by the time in minutes (meters per minute). {40 CFR 63.466(c)(1)}

Specific Monitoring Reguir ements:

1. A monthly visud ingpection shal be carried out on the degreaser covers to determine if the
covers are opening or dosing properly, if it completdy covers the openings when closed, and isfree
of cracks, holes, and other defects. {40 CFR 63.466(b)(1)}

2. A monthly test of the hoist speed shadl be conducted on the degreaser conveyor as per the
procedures listed in the Testing Requirements subsection. If after the first year, no exceedances
of the hoist speed are measured, the owner or operator may begin monitoring the hoist speed
quarterly. If an exceedance of the hoist speed occurs during quarterly monitoring, the monitoring
frequency shdl return to monthly until another year of compliance

without an exceedance is demondrated. This monitoring requirement may be waived by the
Divison a any time that the owner or operator demongrates to the Division that the hoist speed
cannot exceed the limit specified in the Operating Requirements subsection above. {40 CFR
63.466(C)}

3. The permittee shadl monitor pressure head of the pump circulating cooling water through the
primary condenser on aweekly basis as an indicator of scae buildup in the condenser.

Specific Record K egping Requirements;

1. Records shdl be maintained, for the lifetime of the machine, of the date of inddlation and the
owner's manuds, or if not available, written maintenance and operating procedures, for the
degreaser and primary condenser. {40 CFR 63.467(a)(1) & 40 CFR 63.467(a)(2)}

2. Records shdl be maintained of the halogenated solvent content of each solvent used in the
degreaser. MSDS sheets may be used asthe record of thisinformation. {40 CFR 63.467(a)(5)}

3. Records shdl be maintained of the results of al monthly visud ingpections conducted on the
degreaser covers. {40 CFR 63.467(b)(1)}

4. Records shdl be maintained of the results of dl hoist speed measurements conducted on the
conveyor system. {40 CFR 63.467(b)(1)

5. Separate records shall be maintained of any exceedances, as defined in the Operating
Requirements subsection, or deviations from permit conditions that occur and the actions that were
taken to correct them. This information shdl include records of written or verba orders for
replacement parts, a description of the repairs made, and additional monitoring conducted to
demondrate that monitored parameters have returned to accepted levels. {40 CFR 63.467(b)(2)}
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

7.

6. Records shdl be maintained of each addition and removad, including time and quantity of each
addition or remova, of solvent from the degreaser. In addition, records shal be maintained of the
caculated monthly solvent consumptions for each solvent used in the degreaser. {40 CFR
63.467(b)(3) & 40 CFR 63.467(c)}

7. The permittee shal maintain arecord of pressure head readings at the circulaing pump for the
primary condenser.

Specific Reporting Reguirements:
An annud report shdl be submitted by February 1 of the year following the one for which the
report isbeing made. This report shal contain the following: {40 CFR 63.468(f)}
A dgned gtatement from the facility owner or his designee stating thet, “All operators of the
conveyorised degreaser have received training on the proper operation of solvent cleaning
machines and their control devices sufficient to pass the test required in the Operating
Requirements subsection”; and
An egimate of the solvent consumption for each solvent dleaning machine during the reporting
period.
An exceedance report shdl be submitted to the Divison's, Horence Regiond Office semiannudly,
or whenever an exceedance occurs. Once an exceedance has occurred, the exceedance report
shal be submitted quarterly until a request to reduce reporting frequency is approved by the
Divison, Exceedance reports shall be ddivered or postmarked by the 30" day following the each
exceedance, or the end of each caendar haf or quarter, as appropriate. The exceedance report
shdl indude the following information: {40 CFR 63.468(h)}

Whether an exceedance occurred, the reason for the exceedance, and a description of actions
taken.

Informeation on the actions taken to determine if an exceedance occurred, to prevent an
exceedance from occurring, and to reestablish compliance following an exceedance. This
information shdl include records of written or verbal orders for replacement parts, a description
of the repairs made, and additiond monitoring conducted to demondgtrate that monitored
parameters have returned to accepted levels.

If no exceedence of a parameter occurred, no piece of equipment has been inoperative, out of
control, repaired, or adjusted, such information should be submitted in the report.

Specific Control Equipment Oper ating Conditions:

The pressure head at the circulating pump for the primary condenser shal not exceed 44 ps.
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SECTION C - INSIGNIFICANT ACTIVITIES

Thefollowing listed activities have been determined to beinsignificant activitiesfor this source
pursuant to Regulation 401 KAR 50:035, Section 5(4).

Description Regulation

1. Indirect hesat exchanger 401 KAR 59:015: New indirect hest exchangers.
(Ajax model SGXH-1125-55 with a
rated capacity of ImmBTU/hr.)
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SECTION D - CONTROL EQUIPMENT CONDITIONS

Pursuant to 401 KAR 50:012, Section 1(1) and 401 401 KAR 50:055, Section 2(5), a dl times,
including periods of startup, shutdown and mafunction, owners and operators shdl, to the extent
practicable, maintain and operate any affected facility including associated air pollution control
equipment in amanner congstent with good air pollution control practice for minimizing emissons,
Determination of whether acceptable operating and maintenance procedures are being used will be
based on information available to the cabinet which may include, but is not limited to, monitoring
results, opacity observations, review of operating and maintenance procedures, and ingpection of the
source.
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SECTION E - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS

1.

When continuing compliance is demongtrated by periodic testing or insrumenta monitoring, the
permittee shal compile records of required monitoring information that include:

a. Date, place as defined in this permit, and time of sampling or measurements.

b. Anayses performance dates,

c. Company or entity that performed anayses,

d. Andytica techniques or methods used;

e. Andysesreaults, and

f. Operating conditions during time of sampling or measurement;

Records of al required monitoring data and support information, including calibrations, maintenance
records, and origind grip chart recordings, and copies of al reports required by the Divison for Air
Quadlity, shdl be retained by the permittee for a period of five years and shdl be made available for
ingpection upon request by any duly authorized representative of the Divison for Air Qudity. [401
KAR 50:035, Permits, Section 7(1)(d)2 and 401 KAR 50:035, Permits, Section 7(2)(c)]

In accordance with the requirements of Regulation 401 KAR 50:035, Permits, Section 7(2)(c) the

permittee shal adlow the Cabinet or authorized representatives to perform the following:

a. Enter upon the premises where a source is located or emissons-reated activity is conducted, or
where records are kept;

b. Have accessto and copy, at reasonable times, any records required by the permit:

i.  During normd office hours, and
ii. During periods of emergency when prompt accessto recordsis essentid to proper assessment
by the Cabinet;

c. Inspect, at reasonable times, any facilities, equipment (including monitoring and pollution control
equipment), practices, or operations required by the permit. Reasonable times shdl include, but
are not limited to the following:

i.  During dl hours of operetion at the source,

ii. For dl sources operated intermittently, during al hours of operation at the source and the hours
between 8:00 am. and 4:30 p.m., Monday through Friday, excluding holidays, and

iii. During an emergency; and

d. Sample or monitor, at reasonable times, substances or parameters to assure compliance with the
permit or any applicable requirements. Reasonable times shal include, but are not limited to the
fallowing:

i.  During dl hours of operétion at the source,

ii. For dl sources operated intermittently, during al hours of operation at the source and the hours
between 8:00 am. and 4.30 p.m., Monday through Friday, excluding holidays, and

iii. During an emergency.

No person shdl obstruct, hamper, or interfere with any Cabinet employee or authorized representative
while in the process of carrying out officid duties. Refusal of entry or access may congtitute grounds
for permit revocation and assessment of civil pendties.
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SECTION E - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)

5.

6.

Reports of any monitoring required by this permit, other than continuous emisson or opacity monitors,
shdl be reported to the divison's Horence Regiond Office no later than the Sx-month anniversary date
of this permit and every sx months thereafter during the life of this permit, unless otherwise stated in
this permit. Data from the continuous emission and opacity monitors shal be reported to the Technica
Services Branch in accordance with the requirements of Regulation 401 KAR 59:005, Generd
Provisons, Section 3(3). All reports shdl be certified by arespongble officia pursuant to Section 6(1)
of Regulation 401 KAR 50:035, Permits. All deviations from permit requirements shal be clearly
identified in the reports.

a. In accordance with the provisons of Regulation 401 KAR 50:055, Section 1 the owner or operator
shdl natify the Divison for Air Qudlity's Horence Regiond Office concerning Startups, shutdowns,
or mafunctions asfollows:

1. When emissons during any planned shutdowns and ensuing startups will exceed the Sandards
notification shal be made no later than three (3) days before the planned shutdown, or
immediately following the decison to shut down, if the shutdown is due to events which could
not have been foreseen three (3) days before the shutdown.

2. When emissons due to mafunctions, unplanned shutdowns and ensuing startups are or may be
in excess of the sandards notification shal be made as promptly as possible by telephone (or
other dectronic media) and shdl cause written notice upon request.

b. In accordance with the provisions of Regulation 401 KAR 50:035, Section 7(1)(€)2, the owner
or operator shdl promptly report deviations from permit requirements including those atributed to
upset conditions (other than emisson exceedances covered by generd condition 6 a aove) to the
Divison for Air Quality's Horence Regiond Office. Prompt reporting shdl be defined asfollows:

Within 30 days following an exceedance as spedificaly defined in the permit conditions
for Emisson Point 1.

Within 48 hours of discovery of any spill or leakage of a hdogenated solvent used in
the fadility.

Within 30 days following any other permit violation, exceedance or upset conditions.

Pursuant to Regulation 401 KAR 50:035, Permits, Section 7(2)(b), the permittee shdl certify

compliance with the terms and conditions contained in this permit, annualy on the permit issuance

anniversary date by completing and returning a Compliance Certification Form (DEP 7007CC) (or

an gpproved dternative) to the Divison for Air Qudity's Horence Regiond Office and the U.S. EPA

in accordance with the following requirements:

a. ldentification of each term or condition of the permit that is the basis of the certification;

b. The compliance status regarding each term or condition of the permit;

c. Whether compliance was continuous or intermittent; and

d. The method used for determining the compliance satus for the source, currently and over the
reporting period, pursuant to 401 KAR 50:035, Section 7(1)(c),(d), and ().

e. The cetification shdl be posmarked by the thirtieth (30) day following the gpplicable permit
issuance anniversary date.
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SECTION E - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)

Annua compliance certifications should be mailed to the following addresses.

Divison for Air Quality U.S. EPA Region IV
Florence Regional Office Air Enforcement Branch
8020 Veterans Memorial Drive, Suite 10 Atlanta Federal Center
Florence, KY 41042 61 Forsyth St.

Atlanta, GA 30303-8960
Divison for Air Quality
Central Files
803 Schenke Lane
Frankfort, KY 40601

8. Inaccordance with Regulation 401 KAR 50:035, Section 23, the permittee shdl provide the divison
with dl information necessary to determine its subject emissons within thirty (30) days of the date the KEIS
emission report is mailed to the permittee.

0. Pursuant to Section V11.3 of the policy manud of the Divison for Air Qudlity as referenced by
Regulation 401 KAR 50:016, Section 1(1), results of performance test(s) required by the permit shal be
submitted to the division by the source or its representative within forty-five days after the completion of
the fieldwork.
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SECTION F - GENERAL CONDITIONS

(@ Generd Compliance Reguirements

1.

The permittee shdl comply with dl conditions of this permit. A noncompliance shdl be (a) violaion(s)
of state regulation 401 KAR 50:035, Permits, Section 7(3)(d) and for federaly enforceable permits
isdso aviolation of Federd Statute 42 USC 7401 through 7671q (the Clean Air Act]) and is grounds
for enforcement action including but not limited to the termination, revocation and reissuance, or
revison of this permit.

Thefiling of arequest by the permittee for any permit revision, revocation, relssuance, or termination,
or of a natification of a planned change or anticipated noncompliance, shal not stay any permit
condition.

This permit may be revised, revoked, reopened and reissued, or terminated for cause. The permit will

be reopened for cause and revised accordingly under the following circumstances:

a. If additiond gpplicable requirements become gpplicable to the source and the remaining permit term
isthree (3) years or longer. In this case, the reopening shall be completed no later than eighteen
(18) months after promulgetion of the gpplicable requirement. A reopening shdl not be required
if compliance with the gpplicable requirement is not required until after the date on which the permit
isdueto expire, unlessthis permit or any of its terms and conditions have been extended pursuant
to Regulation 401 KAR 50:035, Section 12(2)(c);

b. The Cabinet or the U. S. EPA determines that the permit must be revised or revoked to assure
compliance with the applicable requirements;

c. The Cabinet or the U. S. EPA determines that the permit contains a material mistake or that
inaccurate statements were made in edtablishing the emissons standards or other terms or
conditions of the permit.

Proceedings to reopen and reissue a permit shdl follow the same procedures as gpply to initid permit
issuance and shall affect only those parts of the permit for which cause to reopen exisis. Reopenings
shdl be made as expeditioudy as practicable. Reopenings shdl not be initiated before a notice of
intent to reopen is provided to the source by the division, & least thirty (30) days in advance of the
date the permit is to be reopened, except that the divison may provide a shorter time period in the
case of an emergency.

The permittee shdl furnish to the divison, in writing, information that the divison may request to
determine whether cause exigts for modifying, revoking and relssuing, or terminating the permit, or to
determine compliance with the permit. [401 KAR 50:035, Permits, Section 7(2)(b)3e and 401 KAR
50:035, Permits, Section 7(3)(j)]

Any condition or portion of this permit which becomes sugpended or isruled invdid as aresult of any
lega or other action shdl not invalidate any other portion or condition of this permit. [401 KAR
50:035, Permits, Section 7(3)(k)]
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SECTION F - GENERAL CONDITIONS (CONTINUED)

6.

10.

11.

12.

13.

14.

15.

The permittee shdl not use as a defense in an enforcement action the contention that it would have
been necessary to hdt or reduce the permitted activity in order to maintain compliance. [401 KAR
50:035, Permits, Section 7(3)(e)]

Except as identified as state-origin requirementsin this permit, dl terms and conditions contained herein
shdl be enforceable by the United States Environmental Protection Agency and citizens of the United
States.

This permit shdl be subject to sugpension if the permittee fallsto pay dl emissons feeswithin 90 days
after the date of notice as specified in 401 KAR 50:038, Section 3(6). [401 KAR 50:035, Permits,
Section 7(3)(h)]

Nothing in this permit shdl dter or affect the ligbility of the permittee for any violation of gpplicable
requirements prior to or a the time of permit issuance. [401 KAR 50:035, Permits, Section 8(3)(b)]

This permit shal not convey property rights or exclusive privileges. [401 KAR 50:035, Permits,
Section 7 (3)(0)]

Issuance of this permit does not relieve the permittee from the responsbility of obtaining any other
permits, licenses, or gpprovals required by the Kentucky Cabinet for Naturd Resources and
Environmenta Protection or any other federd, state, or local agency.

Nothing in this permit shal dter or affect the authority of U.S. EPA to obtain information pursuant to
Federal Statute 42 USC 7414, Inspections, monitoring, and entry. [401 KAR 50:035 , Permits,
Section 7(2)(b)5]

Nothing in this permit shal dter or affect the authority of U.S. EPA to impose emergency orders
pursuant to Federal Statute 42 USC 7603, Emergency orders. [401 KAR 50:035, Permits, Section

8(3)(al

Permit Shidd: Except as provided in State Regulation 401 KAR 50:035, Permits, compliance by the
affected fadilities listed herein with the conditions of this permit shal be deemed to be compliance with
al applicable requirements identified in this permit as of the date of issuance of this permit.

All previoudy issued congtruction and operating permits are hereby null and void.

(b) Permit Expiration and Regpplication Requirements

This parmit shdl remain in effect for afixed term of five (5) yearsfollowing the origind dete of issue. Permit
expiration shdl terminate the source's right to operate unless atimely and complete renewa application has
been submitted to the divison a least Sx months prior to the expiration date of the permit. Upon atimey
and complete submittal, the authorization to operate within the terms and conditions of this permit, including
apermit shied, shdl remain in effect beyond the expiration dete, until arenewa permit isissued/denied by
the divison. [401 KAR 50:035, Permits, Section 12]
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SECTION F - GENERAL CONDITIONS (CONTINUED)

(©

1.

(d)

()

Permit Revisons

A minor permit revison procedure may be used for permit revisons involving the use of economic
incentive, marketable permit, emission trading, and other smilar approaches, to the extent that these
minor permit revison procedures are explicitly provided for in the SIP or in gpplicable requirements
and mest the relevant requirements of Regulation 401 KAR 50:035, Section 15.

This permit is not tranderable by thepermittee. Future owners and operators shal obtain anew permit
from the Divison for Air Qudity. The new permit may be processed as an adminigtrative amendment
if no other change in this permit is necessary, and provided that a written agreement containing a
specific date for transfer of permit respongbility coverage and liability between the current and new
permittee has been submitted to the permitting authority thirty (30) daysin advance of the trandfer.

Acid Rain Program Requirements

If an gpplicable requirement of Federd Statute 42 USC 7401 through 7671q (the Clean Air Act) is
more stringent than an gpplicable requirement promulgated pursuant to Federd Statute 42 USC 7651
through 76510 (Title IV of the Act), both provisons shdl goply, and both shdl be state and federaly
enforceable.

Emergency Provisons

An emergency shdl conditute an affirmative defense to an action brought for noncompliance with the
technology-based emisson limitations if the permittee demondrates through properly sgned
contemporaneous operating logs or other relevant evidence thet:

a. An emergency occurred and the permittee can identify the cause of the emergency;

b. The permitted facility was at the time being properly operated;

c. During an emergency, the permittee took al reasonable steps to minimize levels of emissons that
exceeded the emissions standards or other requirements in the permit; and,

d. The permittee notified the divison as promptly as possible and submitted written notice of the
emergency to the divison within two working days after the time when emisson limitations were
exceeded due to the emergency. The notice shall meet the requirements of 401 KAR 50:035,
Permits, Section 7(1)(e)2, and include a description of the emergency, steps taken to mitigate
emissions, and the corrective actions taken. This requirement does not relieve the source of any
other locd, state or federd notification requirements.

Emergency conditions listed in Generd Condition (f)1 above are in addition to any emergency or upsst
provision(s) contained in an gpplicable requirement.

In an enforcement proceeding, the permittee seeking to establish the occurrence of an emergency
shdl have the burden of proof. [401 KAR 50:035, Permits, Section 9(3)]
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SECTION F - GENERAL CONDITIONS (CONTINUED)

(f)

@

Risk Management Provisons

The permittee shal comply with al gpplicable requirements of 40 CFR Part 68, Risk Management

Pan provisons. If required, the permittee shal:

a. Submit a Risk Management Plan to U.SEPA, Region IV with a copy to this divison and comply
with the Risk Management Program by June 21, 1999 or alater date specified by the U.S.EPA.

b. Submit additiond relevant information if requested by the division or the U.S. EPA.

Ozone depleting substances

The permittee shdl comply with the sandards for recycling and emissions reduction pursuant to 40

CFR 82, Subpart F, except as provided for Motor Vehicle Air Conditioners (MVACS) in Subpart

B:

a. Persons opening appliances for maintenance, sarvice, repair, or disposd shal comply with the
required practices contained in 40 CFR 82.156.

b. Equipment used during the maintenance, service, repair, or disposa of gppliances shal comply with
the standards for recycling and recovery equipment contained in 40 CFR 82.158.

c. Persons performing maintenance, service, repair, or disposa of gppliances shdl be certified by an
approved technician certification program pursuant to 40 CFR 82.161.

d. Personsdisposing of small gppliances, MVACs, and MVAC-like appliances (asdefined at 40
CFR 82.152) shdl comply with the recordkeeping requirements pursuant to 40 CFR 82.166.

e. Persons owning commercid or indudtria process refrigeration equipment shal comply with the lesk
repair requirements pursuant to 40 CFR 82.156.

f. Owners/operators of gppliances normaly containing 50 or more pounds of refrigerant shall keep
records of refrigerant purchased and added to such appliances pursuant to 40 CFR 82.166.

If the permittee performs service on motor (fleet) vehicle air conditioners containing ozone-depleting

substances, the source shal comply with al applicable requirements as specified in 40 CFR 82,

Subpart B, Servicing of Motor Vehicle Air Conditioners.



